


/| PORT-A-PROBE //
Model 9HES

MORE FEATURES AND BENEFITS

r Puts Management in control
r Gives quick and accurate analysis of grain quality www.PORTAPROBE.co
r Makes identity preserved marketing feasible

r Gasoline powered vacuum pump is located outside of the grain facility

r Eliminates the high cost & hassle of explosion proof electrical equipment &
r Take only light weight hose & probe sections to the top of the bin or across
r Transports easily in a pickup truck, van or a trailer between facilities and far
r The Power Vac system frame equipped with two wheels is easily moved
r Retrieve the grain sample at the base unit or at the top of the bin

r The positive displacement pump has the proper balance of air ow & high va
r Aluminum probe sections are connected by machine threads proven over 1

4H COMPONENTS (NOTE: NOTE other Models: 9H: P.N. 573001 recoil start
Honda engineand 9 HYD: P.N. 573004 equivalent power hydraulic motor. )

r 9HES Power Vac Unit: P.N. 573002 wt: 325 Ib (147.5 kg) ; 51" Ig, 28" w, 34
h.p. (6.75 kw) Honda gas engine electric start; Sutorbilt positive displaceme
Movable Cyclone Collector with vacuum gauge; Installed on frame with twg
Reel capacity 300 ft (91m); Intake Tip 4 inches (10 cm); hour meter & tach(

r Hose: P.N. 573266 50 ft. (15.2 m) length with connectors

r Probe Section: P.N. G101 Aluminum with threaded connections & protectivd
4 ft. long (1.2 m)

r Lever Yoke: P.N. 573040 For inserting to about 60 ft (18 m)

r Gear Jack: P.N. 573050 For deep bins VACUUM

r Carrying Bag for Probe Sections: P.N. G111. capacity 13. G RAI N SAM PLER

Please inquire if there is a special need

Sutorbilt vacuum pump Movable Cyclone Collector Honda engine
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PORT-A -PROBE SAMPLING IS BETTER THAN GAMBLING



